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Differential pressure transmitter AS-dP

| v" Accuracy 0.4%
Measuring ranges:
0+1,0+2.5,0+4 bar
0+6,0+10 bar
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PD type
IP65

o 0+16,0 + 25 bar
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> v' Output signal: 4 + 20 mA
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pLISENS® Q v" Process connection:
APLISENS S.A. G1/2,,’ 1/4,’NPTF
Aprhons Ea PKD type
PRZETWORNIK R 07 § |P67
9 (3m of cable in standard)
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Metrological parameters Electrical parameters
Accuracy 0,4% Output signal 4 + 20 mA, two wire transmission
Hysteresis, repeatability 0,05% Power supply 8...36 VDC
Overpressure limit 6 x range
max. 40 bar q
Thermal compensation range 0 + 70°C Load resistance  Rpaj< P01V
Thermal error 0,2% /10°C (for current output) 0,02A
— ili 0,
Long — term stability 0,5% / year Load resistance R> 20kO)

Technical data (for supply output)

Degree of protection IP65

Material of process

connection and diaphragms 00H17N14M2 (316 Lss)
Material of casing OH18N9 (304ss)

Operating conditions
Operating temperature range (ambient temp.) —-25+80°C
Medium temperature range —25 +120°C — direct measurement
> 120°C — measurement using an impulse line

Ordering procedure
ASdP/__ | ||

. A ! A A Process connection:
Measuring range: GP or 1/4"NPTF
0+1,0+2.5, 04,
0+6,0+10,0+16 Output signal:
or 0+25 bar 4 +20 mA

Electrical connection:
PD or PKD
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