
Types of heads used in temperature sensors

Body and cover material: Aluminum alloy 
Coating: powder varnish
Measuring range: up to 150 degrees/Celsius 
Protection class: IP 65
Internal dimensions: ø42x28 
Electrical entry: M20x1.5

Body and cover material: Aluminum alloy 
Coating: powder varnish
Measuring range: up to 100 degrees/Celsius 
Protection class: IP 54
Internal dimensions: ø42x24  
Electrical entry: M20x1.5

Body and cover material: Aluminum alloy 
Coating: powder varnish
Measuring range: up to 150 degrees/Celsius 
Protection class: IP 65
Internal dimensions: ø56x28 
Electrical entry: M20x1.5

Body and cover material: Aluminum alloy 
Coating: powder varnish
Measuring range: up to 150 degrees/Celsius 
Protection class: IP 66
Internal dimensions: ø48x36 
Electrical entry: M20x1.5

Body and cover material: Aluminum alloy 
Coating: powder varnish
Measuring range: up to 100 degrees/Celsius 
Protection class: IP 54
Internal dimensions: ø25x22 
Electrical entry: M16x1.5

Body and cover material: Staal 316 
Measuring range: up to 150 degrees/Celsius 
Protection class: IP 65
Internal dimensions: ø54x40 
Electrical entry: M20x1.5

Head NA   Head B

Head DA/DAW Head DAO

Head KO Head MA
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