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Flange for  instrumentation with threaded or socket welding 
connections. 

Type A : Threaded connections ANSI B1.20.1 NPT 
Type B : Socket welding SW 

THREADED NPT
FILETTATE NPT

TIPO "A" - TYPE "A"

GUARNIZIONE A LOSANGA

- ONLY METALLIC -
LOZENGE SEAL

SEAL O. RING
GUARNIZIONE O.RING

- SOLO METALLICA -

A TASCA DA SALDARE
SOCKET WELDING

TIPO "B" - TYPE "B"

Model  Process connections 
DN 
Size 

Material 

FT/A/4/C  Threaded NPT ANSI B1.20.1  1/4”  A105 

FT/A/2/C  Threaded NPT ANSI B1.20.1  1/2”  A105 

FT/A/4/S  Threaded NPT ANSI B1.20.1  1/4”  AISI 316L 

FT/A/2/S  Threaded NPT ANSI B1.20.1  1/2”  AISI 316L 

FT/B/4/C  Socket welding SW  1/4”  A105 

FT/B/2/C  Socket welding SW  1/2”  A105 

FT/B/4/S  Socket welding SW  1/4”  AISI 316L 

FT/B/2/S  Socket welding SW  1/2”  AISI 316L 

S = AISI 316L   ‐   C = Carbon Steel 
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