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SAMA.0302
MODEL:

STANDARD VALVE/MANIFOLD BONNET
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Item Description Features

1 Body bonnet (ᴬ) Metal to Metal Seal to Valve Body.

2 Gland packing (ᴮ) Adjustable packing installed below operating
threads to prevent medium contamination or
lubrificant washout of operating threads.

3 Thrust bush Metal to Metal secondary needle seal.

4 Anti blow out lower stem (ᴬ) Non-rotating lower stem for smooth operation
and minimum wear of sealing elements. The
lower stem is anti blow-out/non-removable for
your safety.

5 Anti-tamper stem Stem with cold rolled threads for high strength
and smooth operation. Stem incorporated back
stop design. Operated with A-T key

6 Gland packing adjuster Gland packing adjuster with easy acces, with
padlock holes for protect against unauthorised
opening and closing.

7 Gland adjuster lock nut Gland adjuster lock nut for vibration protection.

10 Stop pin Eliminates unauthorized removal of the
bonnet.

11 Colored label Providing colour coded functional identification
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Lock anti-tamper Bonnet Design - Pressure rating up to 10,000 psig

Technical Characteristics

Color Coded Label

Isolate

(ᴬ) Avaible in 316L, F51, F55, Alloy 400, C276, I625, 6MO.

(ᴮ) Avaible in PTFE up to 180°C or Graphoil up to 500°C.

If you still not find your options at all please contact the factory.
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Equalise Vent/test

Accessories

A-T Key (not included) Padolock (not included)


