











PARTS DESCRIPTION

Swing Type

LOCKING DEVICE

SCREW SHAFT

HAND WHEEL TRAVELING NUT
SEAT POSITION
INDICATOR

HEX NUT

STUD BOLT
GEAR SET
SEAT

PIPE

FLANGE

STREAM PLATE
BLIND POSITION PIN
BLIND PLATE
BLIND GASKET
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COMPACT TYPE

GENERAL INFORMATION

INSTRUCTION & FEATURES

The Compact type is designed for replacement of existing valves, limited F-F dimension or large diameter pipeline
applications or limited space for installation.
It is designed with a short face to face, and has tapped bolt holes for easy installation between flanges.

The compact design also reduces weight and requirement for extra pipe support.

TECHNICAL SPECIFICATIONS

NOMINAL DIAMETER
NPS 1/2 (DN15) - NPS100 (DN2500)

PRESSURE RATING

ASME Class 150 to Class 1500
Other pressure classes up to ASME 2500
# available upon request

FUNCTION
Gas & Liquid Perfect Isolation(Zero Leakage)

APPLICATIONS

e REFINERY

> Ethylene Furnace

> Decoking line

> Steam & Vapor line

> FCCU Fractionator isolation
(overhead & bottom line)

> Catalyst service

> Mixing lines

> Flare gas line
> Transfer line

e CHEMICAL PLANT

> Reactor Blowdown

> Ethylene Furnace

> Chemical Cleaning isolation

> Regeneration gas line

TEMPERATURE RANGE

Standard Design :-20°C ~ +200°C
High Temp. Design : +200°C ~ +816°C
Cryogenic Design :-196°C

MATERIALS

BODY : Carbon Steel, Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
BLIND : Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
MOVING PARTS & SEALING SURFACE are Anti-corrosion Materials

OPERATION METHOD

Manual Operation
Electric, Pneumatic or Hydraulic Operation

e OIL TERMINAL

> Oil & Chemical tankfarm
> Loading Station

> Pump isolation

> LNG tank

> Airport fuel line

> Filtration system
> Loading station

e OFFSHORE e STEEL
> FPSO > Coke Oven Gas
> LNG ship > Blast Furnace Gas

> Shipboard lines
> Vessel inlet
> Inert Gas system

16



PARTS DESCRIPTION

Compact Type

LOCKING DEVICE

ARl L SCREW SHAFT
TRAVELING NUT
SEAT POSITION
INDICATOR
YOKE

GUIDE ROLLER

GEAR SET
SEAT

BLIND PLATE
—— END PLATE
BLIND GASKET (POSITIONING)
BODY
HEX BOLT

Type A Type B Type D
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NON SPILL TYPE

GENERAL INFORMATION

INSTRUCTION & FEATURES

Non spill type of Line Blind has good advantages in Oil terminal & offshore applications where is limited installation space and

marine pollution is strictly prohibited.

The 3 sides covered body & compact design prevents ground pollution and it allows to install at parallel pipe lines.

TECHNICAL SPECIFICATIONS

NOMINAL DIAMETER

NPS 1/2 (DN15) - NPS100 (DN2500)

PRESSURE RATING
ASME Class 150 to Class 1500

Other pressure classes up to ASME 2500

# available upon request

FUNCTION

Gas & Liquid Perfect Isolation(Zero Leakage)

APPLICATIONS

e OIL TERMINAL

> Qil & Chemical tankfarm
> Loading Station

> Pump isolation

> LNG tank

> Airport fuel line

TEMPERATURE RANGE
Standard Design

MATERIALS

BODY : Carbon Steel, Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
BLIND : Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
MOVING PARTS & SEALING SURFACE are Anti-corrosion Materials

OPERATION METHOD

Manual Operation
Electric, Pneumatic or Hydraulic Operation

e OFFSHORE

> FPSO

> LNG transfer

> Shipboard lines
> Vessel inlet

> Inert Gas system

18

:-20°C ~ +200°C
High Temp. Design : +200°C ~ +816°C
Cryogenic Design



PARTS DESCRIPTION

Non-spill Type

LOCKING DEVICE
HAND WHEEL SEAT POSITION

INDICATOR

SCREW SHAFT
TRAVELING NUT

YOKE
GEAR SET
SEAT

BODY BLIND GASKET

HEX BOLT BLIND PLATE
NS COVER
BLIND GUIDE

Type A Type B Type C Type D
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JACK BOLT TYPE

GENERAL INFORMATION

INSTRUCTION & FEATURES

The traditional style of line blind offers a board range of pressures and a lower cost.

The basic standard for line blinding for many years.

After turning 3~7 jack bolts around the body to make gap by round bar or wrench and then change the blind plate position.
Pipeline needs to be spread for operation.

TECHNICAL SPECIFICATIONS

NOMINAL DIAMETER
NPS 1/2 (DN15) - NPS100 (DN2500)

PRESSURE RATING

ASME Class 150 to Class 1500
Other pressure classes up to ASME 2500
# available upon request

FUNCTION
Gas & Liquid Perfect Isolation(Zero Leakage)

APPLICATIONS

TEMPERATURE RANGE

Standard Design :-20°C ~ +200°C
High Temp. Design : +200°C ~ +816°C
Cryogenic Design : -196°C

MATERIALS

BODY : Carbon Steel, Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
BLIND : Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
MOVING PARTS & SEALING SURFACE are Anti-corrosion Materials

OPERATION METHOD

Manual Operation
Electric, Pneumatic or Hydraulic Operation

e REFINERY e CHEMICAL PLANT e OFFSHORE e STEEL e POWER PLANT
> Ethylene Furnace > Reactor Blowdown > FPSO > Coke Oven Gas > Coke Oven Gas
> Decoking line > Ethylene Furnace > LNG ship > Blast Furnace Gas
> Steam & Vapor line > Chemical Cleaning isolation > Shipboard lines
> FCCU Fractionator isolation > Mixing lines > Vessel inlet
(overhead & bottom line) > Regernation gas line > Inert Gas system
> Catalyst service > Filteration system
> Flare gas line > Loading station
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PARTS DESCRIPTION

Jackbolt Type

ALIGNMENT PIN
JACK BOLT

PIPE

FLANGE

ALIGNMENT SLEEVE
GUIDE PLATE
JACK NUT

STREAM PLATE
BLIND POSITION PIN

BLIND PLATE
BLIND GASKET

21



GOGGLE TYPE

GENERAL INFORMATION

INSTRUCTION & FEATURES

Goggle type of Line Blind is positive solution for large diameter, high temperature and toxic gas condition for
maintenance and inspection

TECHNICAL SPECIFICATIONS

NOMINAL DIAMETER TEMPERATURE RANGE

NPS 24 (DN600) - NPS100 (DN2500) Standard Design : -20°C ~ +200°C
High Temp. Design : +200°C ~ +816°C
Cryogenic Design : -196°C

PRESSURE RATING MATERIALS

ASME Class 150 to Class 1500 BODY : Carbon Steel, Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
BLIND : Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
MOVING PARTS & SEALING SURFACE are Anti-corrosion Materials

FUNCTION OPERATION METHOD
Gas & Liquid Perfect Isolation(Zero Leakage)  Manual Operation
Electric, Pneumatic or Hydraulic Operation

APPLICATIONS

e STEEL e REFINERY e CHEMICAL PLANT
> Coke Oven Gas > Flare gas line > Chemical Cleaning isolation
> Blast Furnace Gas > LPG > Filtration system

> Transfer line
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AUTOMATED LINE BLIND

GENERAL INFORMATION

INSTRUCTION & FEATURES

Automated Line Blind Valves are used for remote control operation, freguence cycle, or critical fluid application
Sammi provides automated system by AOV, MOV or oil hydraulic source.

TECHNICAL SPECIFICATIONS

NOMINAL DIAMETER

TEMPERATURE RANGE

NPS 1/2 (DN15) - NPS100 (DN2500) Standard Design :-207C ~ +200°C

PRESSURE RATING
ASME Class 150 to Class 1500

High Temp. Design : +200°C ~ +816°C
Cryogenic Design : -196°C

MATERIALS
BODY : Carbon Steel, Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)

Other pressure classes up to ASME 2500 BLIND : Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)

# available upon request

FUNCTION

MOVING PARTS & SEALING SURFACE are Anti-corrosion Materials

Gas & Liquid Perfect Isolation(Zero Leakage)

APPLICATIONS

e REFINERY

> Ethylene Furnace

> Decoking line

> Steam & Vapor line

> FCCU Fractionator isolation
(overhead & bottom line)

> Catalyst service

> Flare gas line

e CHEMICAL PLANT e OFFSHORE e STEEL ¢ POWER PLANT
> Reactor Blowdown > FPSO > Coke Oven Gas > Coke Oven Gas

> Chemical Cleaning isolation > LNG ship > Blast Furnace Gas

> Mixing lines > Shipboard lines

> Regernation gas line > Vessel inlet

> Filtration system > Inert Gas system

> Loading station
> Transfer line
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SLURRY / POLYMER

GENERAL INFORMATION

INSTRUCTION & FEATURES

Sammi Slurry / Polymer type offers 100% isolation for severe service applications with various types of chemicals
that is very thick and viscous fluids and solid.

Dual Gear-set actuators allows no friction during operation and soft seal (Elastomer o-ring) guarantees perfect isolation.
Specially designed scraper system removes fluids built on blind plate.

TECHNICAL SPECIFICATIONS

NOMINAL DIAMETER TEMPERATURE RANGE

NPS 1 (DN25) - NPS100 (DN2500) Standard Design : -20°C ~ +200°C
High Temp. Design : +200°C ~ +816°C
Cryogenic Design : -196°C

PRESSURE RATING MATERIALS

ASME Class 150 to Class 1500 BODY : Carbon Steel, Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
BLIND : Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
MOVING PARTS & SEALING SURFACE are Anti-corrosion Materials

FUNCTION OPERATION METHOD
Gas & Liquid Perfect Isolation(Zero Leakage) Manual Operation

Electric, Pneumatic or Hydraulic Operation

APPLICATIONS

¢ CHEMICAL PLANT ¢ MINING & MINERALS

> Slurry > Copper, Nikel, Iron Transportation
(HDPE, LDPE, PE, PP) > Corrosive & Caustic Media
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FCC /RFCC

GENERAL INFORMATION

INSTRUCTION & FEATURES

Sammi supplies high quality "Perfect isolation RFCC Type "design with compact enclosed body
and stellite metal seating.

Gear-set system provides making a gap and single blind plate slides along guide plates that prevents
deposition of coke/solid particles on blind disc and jamming.

TECHNICAL SPECIFICATIONS

NOMINAL DIAMETER TEMPERATURE RANGE

NPS 20 (DN500) - NPS100 (DN2500) Standard Design : +200°C ~ +816°C

PRESSURE RATING MATERIALS

ASME Class 150 to Class 1500 BODY : Carbon Steel, Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)

BLIND : Stainless Steel, Special Material (Duplex, Hastelloy, Monel, Inconel etc.)
MOVING PARTS & SEALING SURFACE are Anti-corrosion Materials

FUNCTION OPERATION METHOD

Gas & Liquid Perfect Isolation(Zero Leakage) Manual Operation

Electric, Pneumatic or Hydraulic Operation

APPLICATIONS

e REFINERY
> FCCU Fractionator isolation
(overhead & bottom line)

> Catalyst service
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Product Selection Guide

Customer requirement

Pipe Line Checking

o Pipe size and end connection
™ Max. working pressure

™ Max. working temperature
™ Dimensions for installation and operation
™ Counter pipe schedule (butt-welding)

Type Selection

O Sliding Type (SL)
[0 Swing Type(SW)

Material Checking

® Body & trim material

IZf Sealing gasket material
Qf Fluid / media information
0 NACE

[0 Compact Sliding Type (CL)
O Non-spill Type(NS)
O Jack bolt Type(EW)

Other Requirement

] Face to face dimension

[ Drain / Bleeder

[ Sensors

[ Fire safety

O Automation AOV / MOV

[ Lifting System

[J Other special requirements

Custom SAMMI LINE BLIND

Product Code

SL 8 — AN300—CS /304 /FK

@ (t‘D © @ ® Ci)
Size
ex) 8 = NPS 8
= DN200 = 200A
Type Class

SW: Swing Type PN16 : DIN PIN 16

NS : Non-Spill Type
EW : Jack Bolt Swing Type
EL : Jack Bolt Sliding Type

Body Material

SL : Sliding Type AN300: ASME Class 300 ex) CS : Carbon Steel

304 : Stainless Steel 304
CL : Compact Type JS20 :JIS Class 20 kg/cm’  C276: Hastelloy C276

Sealing Material

NBR / HNBR : Nitrill Butadiene Rubber, Buna-N

FKM / FPM : Viton

FEPV / PFAV / PFAS : Teflon Encapsulated O-ring
VMQ / FVYMQ : Silicone, Fluorosilicone

EPDM : Ethylene Propylene Rubber

FFKM / FFPM : Perfluoro Elastomer, Kalrez, Chemrez
GR : Graphite mold, Spiral wound gasket, Soft Metal

Blind Material

ex) CS :Carbon Steel
304 : Stainless Steel 304
C276: Hastelloy C276
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Engineering

SAMMI LINE BLIND do extensive physical testing to prove designs.
Designs are performed by using developed design software and proven by finite element analysis.

ASTM Standard

-ASTM F1020 - 86 :
Standard specification for
Blind valve for Marine Application

ASME Standard

- ASME Sec.Il : Materials

- ASME Sec.VIlI Div. | : Rule for Construction of
Pressure Vessels

- ASME Sec.IX : Qualification Standard for
Wedling and Brazing Procedures

- ASME B16.5 : Pipe Flanges and Flanged Fittings

- ASME B16.34 : Standard for valves - Flanges,
Threaded and Welding end

- ASME B31.1: Power Piping

- ASME B31.3 : Process Piping

API Standard

- API Spec. Q1 : Specification for Quality program
for the Petroleum and Natural Gas Industry

- API Spec. 5L : Specification for Line Pipe

- API Spec. 605 : Larger - Diameter Carbon Steel
Flange

- API 598 : Valve Inspection and Test

- API 607 : Fire Test for Soft - Seated Quater Turn
Valves.

- API 590 : Steel Line Blanks

MSS Standard

- SP - 6 : Finish for contact faces of pipe flanges
and connecting end flanges of valves and fittings

- SP - 25 : Marking system for valves. fitting,
flanges and unions.

- SP - 55 : Quality standard for steel castings for
valves. flanges and fitting and other piping
components (visual method)

Pressure Test (ASTM F1020, API 598)

Class Seat & Shell

150 23kg/ar (325psi)
300 58kg/cnt (825psi)
600 116kg/ant (1,650psi)
900 172kg/er (2,450psi)
1500 288kg/crt (4,100psi)

F.E Analysis

Sliding type, NPS 28, ASME 900 lbs, Stainless Steel 304
valve, part coupled thermal - structural F.E Analysis
(ANSYS17.2)

Coupled Analysis

e s
e

—
I P 1k

Atmosphere Temperature (50°C)

Stress Distribution
Overall stress distribution is the same as each other

(inside pressure 166bar )

[ Total Deformation ] [ Equivalent Stress ]
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MANUFACTURING & CERTIFICATE

Leakage trouble with general valves may cause big losses of industrial management as contamination
of fluid mixing, personnel accident by inhalation of toxic gases or unexpected explosion that leads

to occasionally huge disaster.

SAMMI quick blinding products give the best solution for safety management of pipelines.

Fire Safety Test (APl 607) Fire Safety Test

Pressure Test (APl 598) Class 5500 Pressure test Surface Roughness Inspection
(ASME Sec. V Art.5)

Carbon Steel, Stainless Steel, Duplex, Hastelloy, Alloys and other special materials are available
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E——

Tensile Test

CE-PED Module H.

e Pressure Equipment

« Approved from Bureau Veritas

API Spec. Q1

* Quality Management system

» Approved from API

« On safety of equipement for
high pressure

« EAEC (Eurasian Economy
Community)

Dry Flim Thickness Inspection
(1SO 19840)

ISO 9001

* Quality Management System

* Approved from Bureau Veritas

* Boilers & Pressure Vessels
e Approved from TSSA
(full name CANADA)

API 6D

« Specification for pipeline valves

* Approved from API

Holiday detection (NACE RP 0188)

Fire Safety Test

* Fire Safe design

« Approved from Velosi

ABSA

* Boilers & Pressure Vessels
e Approved from ABSA
(full name CANADA)
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Class 150

mﬂ__-_

Dimension - Sliding Type

t(NET
174.5 10
1- 1/2 210 115 6 142 5 285 205 16
2 50 230 134.5 166 332 234 27
2-1/2 65 240 146.5 185 370 260 30
3 80 270 168.5 21 442.4 320 35
4 100 280 187 244 508.4 340 49
6 150 320 233 333 687 427 87
8 200 360 331 415.5 859 335.5 145
10 250 380 362 525 1025.2 370 215
12 300 430 397 611 1198 380.6 312
14 350 470 483.6 685 1370 426.7 450
16 400 540 518 759.5 1519 436.5 600
18 450 560 575 856.5 1713 526.2 780
20 500 660 619 940 1880 527 900
24 600 720 750 1104 2202 659.5 1500
Class 300
174.5 11
1- 1/2 240 119 142 5 285 205 18
2 50 245 134.5 166 332 234 30
2-1/2 65 270 146.5 185 370 260 36
3 80 320 177 21 442.4 300 58
4 100 360 193.5 241 502 329 62
6 150 410 255 354 687 427 130
8 200 460 341 443 858 338 210
10 250 510 402 525.5 1025 381.1 300
12 300 570 468 618.5 1205 421.3 430
14 350 650 498 691.5 1383 410.6 540
16 400 720 594 789.7 1579.5 531.5 690
18 450 730 644 885 1770 545.7 950
20 500 800 645 940 1880 533.8 1800
24 600 850 800 1120 2240 665.5 2800

*This dimension table is only for the reference and it can be changed without notification.

* F-F dimension can be changeable according to site condition.
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Dimension - Swing Type

Class 150

10

1- 1/2 200 102 ‘163 201 153 15
2 50 220 125.5 193.4 237.8 188 24
2-1/2 65 240 146.5 220 272 205 30
3 80 250 173 258.5 321 215 35
4 100 250 175 298.5 375 250 54
6 150 300 233 415 520 271 85
8 200 340 331 508 640 414 152
10 250 380 380 602.5 765 373.5 225
12 300 430 410 678 862.5 381 310
14 350 470 475 748.3 949 425 520
16 400 540 513 848.5 1081 435 600
18 450 580 600 925.8 1183.9 515 750
20 500 660 659 1055 1340 546.1 1500
24 600 800 770 1235 1573 664 2300

Class 300

11

1- 1/2 230 1156 1634 201 5 160 18
2 50 240 127.3 193.7 238 200 30
2-1/2 65 270 135 220.3 272.4 220 35
3 80 300 173 263.1 3271 225 45
4 100 320 189 297 372 230 81
6 150 410 260 409 514 272 120
8 200 450 350 508 640 340 210
10 250 500 406 609.5 769 375 310
12 300 570 481 716 909.5 394 450
14 350 620 481 781.5 986 435 650
16 400 660 514.9 871.9 1104.2 458.6 950
18 450 720 600 965.1 1229.8 520 1200
20 500 780 700 1058 1350 530 1800
24 600 870 780 1235 1573 670 3000

*This dimension table is only for the reference and it can be changed without notification.

* F-F dimension can be changeable according to site condition.
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Dimension - Compact Type

Class 150
8
2 130 142 5 177 5 393 276 24
3 80 160 169.5 221.5 480 325 35
4 100 170 189 262.5 525 365 47
6 150 200 233 343 71 427 85
8 200 220 331 4435 860 335.5 125
10 250 240 387 540 1038 377 195
12 300 260 412 639.5 1279 384 310
14 350 300 454 462 1322 400 382
16 400 340 518 762 1524 436 580
18 450 360 575 855 1710 526 620
20 500 400 630 940 1880 533.8 890
24 600 420 715 1105 2220 562 1200
Class 300
10
2 140 145 5 177 5 393 266 26
3 80 170 206 247.9 520.8 337.2 40
4 100 180 245.5 262.5 563 380 60
6 150 230 255 360.5 745 455 130
8 200 250 361 467 917 360 250
10 250 280 381 536.8 1095.5 342.9 290
12 300 290 424 627.5 1230 370 400
14 350 350 498 652 1367 415 545
16 400 430 605 795.8 1591.5 531.3 815
18 450 380 644 952.5 1775 571 1012
20 500 400 645 940 1880 533.8 1400
24 600 500 800 1120 2240 665.5 2000

*This dimension table is only for the reference and it can be changed without notification.

* F-F dimension can be changeable according to site condition.
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Class 150

10

2 130 235 128 101 190 25
3 80 160 275 148 121 220 35
4 100 170 276 142 130 217 48
6 150 200 350 173 173 325 85
8 200 220 463 205 204 329 130
10 250 240 500 238 238 356.2 250
12 300 260 543 275 277 435.5 350
14 350 300 612 303 280 458 410
16 400 340 691 338 330 452.8 650
18 450 360 768 357 350 559 750
20 500 400 885 422 410 640 950
24 600 420 990 492 472.5 693 1500
Class 300

10
2 140 224 5 120 125 5 263 5 30
3 80 170 277 129.5 157.5 304 45
4 100 180 324 185 146 240 63
6 150 230 375 209 183 260 180
8 200 250 415.5 239 218 345.5 260
10 250 280 526 271.5 255.5 389 295
12 300 290 579 300 300 450 410
14 350 350 623 331.5 332 462 650
16 400 360 640 370 374 500.5 820
18 450 380 805 412 395 604 1020
20 500 400 856 443 447 635 1500
24 600 500 937 512 493 692 2200

*This dimension table is only for the reference and it can be changed without notification.
* F-F dimension can be changeable according to site condition.
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Sammi knows positive pipeline isolation

First in the world, SAMMI developed various kinds of innovative Non-line spreading type LINE BLIND.
SAMMI provides high quality products with the most advanced design and technology fulfill actual site
conditions and fluids
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The best solution for positive isolation
32, lyeon-gill Sangnam-myeon,
Miryang-si, Kyeongnam S.KOREA (50449)
(+82)55.354.7504

(+82)55.354.7533
sm@sammiw.com
WWW.Sammiw.com
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SAMMI Linel IBlind BeNeLux
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